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PLASTE EXTERIOR

DESCRIPTION

Ficha técnica KR-2003

Micronized putty powder, made out of binders and mineral fillers, ideal to repair masonry or plaster, to fill 
cracks and to level concrete, brick, block or cement surfaces. It is a hygroscopic material, so it has to be 
preserved from moist environments.

TECHNICAL PROPERTIES
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PREPARATION
KROMACRIL PLASTE EXTERIOR has to be mixed with water at a percentage of 30% of the weight (1 kilo of 
product + 0.30 liters of water).
In order to obtain a good mix it is advisable to use a helical mixer or a special mixer for putty, pouring the 
water first and then the product. Then mix. In this way, you obtain workable and easy-to-use putty.
After mixing it, it should be left to rest for 2 or 3 minutes.

APPLICATION
Once it has been perfectly mixed, apply it with a putty knife or trowel without effort, whether to fill the 
cracks or to plaster.
In this way, you can cover the great damages of the wall and obtain a high finish.
If there are any imperfections left, you can repeat the procedure 3-4 hours after the first application. If 
there are any flaws, they can be sanded down easily. Once it is completely dry, the surface is hard, white 
and has very good adherence, thus a perfect surface for painting.

APPLICATION ADVICE
If a wall is patched, it is necessary to apply a fixative in order to prevent the paint from changing its color.
It can be applied directly to surfaces OUTDOORS /INDOORS provided that they are hard, dry and clean 
(concrete, latex paint, coating).
Do not apply on gypsum surfaces.
It is an ideal product to fill cracks, and to plaster surfaces before painting them.
Do not moisten the surfaces before applying the product.
Do not mix the putty again once it has started to harden.

Color:       White
Ph:       12
Thickness:      3 mm
Adherence:      >5 kg/cm2
Yield:       1.5 kg/m2 on a 1mm-thick surface
Hardening time:     4 hours
Drying time:      8 hours per each mm in thickness


